
2014 NHTI CONCORD TRIBUTARIES VRAP DATA

Measurements not meeting New Hampshire surface water quality standards

Measurements not meeting NHDES quality assurance/quality control standards

A
 Specific conductance > 835 µS/cm indicate exceedance of chronic chloride standard of 230 mg/L

B
 Chronic water quality standard

01-BMW, Beaver Meadow Brook, 2nd Street Bridge, Concord

Date
Time of 

Sample
pH

Specific 

Conductance 

(uS/cm)

Water 

Temp. (°C)

Standard NA 6.5-8.0 835
A NA

02/23/2014 15:30 6.22 509.0 1.7

03/02/2014 14:40 6.31 100.0 0.9

03/05/2014 17:25 6.38 219.3 1.8

04/09/2014 5.90 235.3 6.8

04/17/2014 14:56 6.31 220.1 9.2

04/20/2014 13:50 6.34 272.9 9.7

02-BBB, Bow Bog Brook, River Road Bridge, Bow

Date
Time of 

Sample
pH

Specific 

Conductance 

(uS/cm)

Water 

Temp. (°C)

Chloride 

(mg/L)

Standard NA 6.5-8.0 835
A NA 230

B

02/03/2014 15:10 5.79 147.8 0.1

03/03/2014 15:45 5.77 153.7 0.1

03/06/2014 11:35 5.66 156.9 0.0 30

03/10/2014 13:55 5.69 159.2 0.7

03/14/2014 16:22 5.46 152.7 0.1

03/24/2014 14:35 5.81 164.8 0.0

04/10/2014 11:51 5.46 112.3 4.2



02-MBO, Mill Brook, Route 132/East Side Drive Bridge, Concord

Date
Time of 

Sample

Chloride 

(mg/L)

Standard NA 230
B

02/26/2014 10:00 13

02/26/2014 10:00 11


